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Industrial Circuit Breakers
QUICKLAG — Bolt-On Ground Fault and Equipment Protectors

Vol. 1, Ref. No. [0439]

Bolt-On Ground Fault and 
Equipment Protectors, 
Types QBGF, QBHGF, 
QBGFEP, QBHGFEP

QUICKLAG Type QBGF 1-Pole
Ground Fault Circuit Breaker

Product Description
■ Built and listed to UL 489

QUICKLAG Ground Fault Circuit Breakers, 
Class A GFCI
■ Built and tested to UL 943
■ 5 mA trip sensitivity

QUICKLAG Ground Fault Equipment 
Protectors
■ Built and tested to UL 1053
■ 30 mA trip sensitivity

Technical Data
and Specifications

Shipping Data
Table 11-8. Shipping Data

Instruction Leaflets
■ Ground Fault Circuit Breaker and 

Equipment Protector Installation 
Instructions: FRED 255

Time/Current Curves
■ 1-Pole: FRED 350077
■ 2-Pole: FRED 350177
■ 3-Pole: FRED 350277

Dimension Sheets
■ FRED Index 206

Carton
Quantity

Approximate
Weight 
Lbs. (Kg)

Dimensions in
Inches (mm)

1-Pole
20 11.00 

(5.0)
12.50 x 6.50 x 5.00
(317.5 x 165.1 x 127.0)

2-Pole
5 5.00 

(2.3)
15.50 x 6.00 x 4.50
(393.7 x 152.4 x 114.3)

Wiring Diagram

Figure 11-2. Bell Alarm and Auxiliary Contact Schematic

Product Selection
Table 11-9. Breaker Catalog Numbers

Blue Wire

Red Wire

Black Wire
Ground
Fault
Breaker

Single-throw double-pole contacts are UL and CSA listed for 5 amperes at 250V AC.
Bell Alarm (W1) — contacts change state when breaker trips.
Auxiliary Switch (W2) — contacts change state when breaker is opened (or tripped) or closed.
14-inch (355.6 mm) long 18 AWG pigtail wire leads provided.

Blue

Red

NC

NO

Continuous 
Ampere Rating 
@ 40°C

1-Pole 2-Pole

120V AC 120/240V AC

Catalog Number Price U.S. $ Catalog Number Price U.S. $

Ground Fault Circuit Breakers — 5 mA Sensitivity
QUICKLAG Type: QBGF 10,000 Ampere I.C. Thermal-Magnetic Breakers
15
20
25
30
40
50

QBGF1015
QBGF1020
QBGF1025
QBGF1030
QBGF1040
—

201.
201.
201.
201.
224.

—

QBGF2015
QBGF2020
QBGF2025
QBGF2030
QBGF2040
QBGF2050

323.
323.
323.
323.
350.
350.

QUICKLAG Type: QBHGF 22,000 Ampere I.C. Thermal-Magnetic Breakers
15
20
25
30

QBHGF1015
QBHGF1020
QBHGF1025
QBHGF1030

370.
370.
370.
370.

QBHGF2015
QBHGF2020
QBHGF2025
QBHGF2030

585.
585.
585.
585.

Ground Fault Equipment Protectors — 30 mA Sensitivity
QUICKLAG Type: QBGFEP 10,000 Ampere I.C. Thermal-Magnetic Breakers
15
20
25
30
40
50

QBGFEP1015
QBGFEP1020
QBGFEP1025
QBGFEP1030
QBGFEP1040
—

327.
327.
327.
327.
327.

—

QBGFEP2015
QBGFEP2020
QBGFEP2025
QBGFEP2030
QBGFEP2040
QBGFEP2050

444.
444.
444.
444.
487.
487.

QUICKLAG Type: QBHGFEP 22,000 Ampere I.C. Thermal-Magnetic Breakers
15
20
25
30

QBHGFEP1015
QBHGFEP1020
QBHGFEP1025
QBHGFEP1030

392.
392.
392.
392.

QBHGFEP2015
QBHGFEP2020
QBHGFEP2025
QBHGFEP2030

805.
805.
805.
805.

Special Application Ground Fault Circuit Protectors — 5 mA Sensitivity
QUICKLAG Type: QBGF 10,000 Ampere I.C. with Bell Alarm (W1) or Auxiliary Switch (W2)
15
20
25
30
40
50

QBGF1015W1
QBGF1020W1
QBGF1025W1
QBGF1030W1
—
—

263.
263.
263.
263.

—
—

QBGF2015W1
QBGF2020W1
QBGF2025W1
QBGF2030W1
QBGF2040W1
QBGF2050W1

257.
257.
257.
257.
257.
257.

15
20
25
30

QBGF1015W2
QBGF1020W2
QBGF1025W2
QBGF1030W2

263.
263.
263.
263.

—
—
—
—

—
—
—
—

Special Application Ground Fault Circuit Protectors — 30 mA Sensitivity
QUICKLAG Type: QBGFEP 10,000 Ampere I.C. with Bell Alarm (W1) or Auxiliary Switch (W2)
15
20
25
30
40
50

QBGFEP1015W1
QBGFEP1020W1
QBGFEP1025W1
QBGFEP1030W1
—
—

424.
424.
424.
424.

—
—

QBGFEP2015W1
QBGFEP2020W1
QBGFEP2025W1
QBGFEP2030W1
QBGFEP2040W1
QBGFEP2050W1

580.
580.
580.
580.
625.
625.

15
20
25
30

QBGFEP1015W2
QBGFEP1020W2
QBGFEP1025W2
QBGFEP1030W2

424.
424.
424.
424.

—
—
—
—

—
—
—
—
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QUICKLAG 1-Pole Circuit Breakers, 10-70 Amperes

 

Curve No. SC-3500-77C

        

Maximum

Maximum Interrupting Time

(50-70 Amp)

(10-40 Amp)

Interrupting Rating (See Tabulation Above)

Circuit Breaker Time/Current Curves

QUICKLAG® 1-Pole Circuit Breakers, 10-70 Amperes

For application and coordination purposes only. Based on 40°C
ambient, cold start. Connected with four (4) feet of rated wire (60/75°C)
per terminal. Tested in open air with current in all poles.

Breaker Ratings (UL Listed)

Minimum

Special Low-Magnetic
Type HQP, QC, BAB 15-20A
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CURRENT IN PERCENT OF BREAKER TRIP UNIT RATING

CURRENT IN PERCENT OF BREAKER TRIP UNIT RATING

10,000

Breaker
Type
1-Pole

Maximum
Volts
Ac (60 Hz)

Continuous
Amperes

Interrupting Capacity
RMS Symmetrical
Amperes (kA)

HQP, QC, BAB
QCR, QCF
QCGF, QCGFEP➂
QBGF, QBGFEP➂
QPGF, QPGFEP➂
QPHW, QBHW, QCHW
QCHGF, QCHGFEP➂
QBHGF, QBHGFEP➂
QPHGF, QPHGFEP➂
QHPX, QHCX, HBAX
QHPW, QHCW, HBAW

120/240
120/240
120/240
120/240
120/240
120/240
120/240
120/240
120/240
120/240
120/240

10-70
10-60
15-40
15-40
15-40
15-70
15-30
15-30
15-30
15-70
15-30

10
10
10
10
10
22
22
22
22
42
65

Maximum Single-Pole
Trip Times at 25°C➀

➀ Single-pole test data at 25°C based on NEMA procedures
for verifying performance of molded case circuit breakers.

➁ For Special Low-Magnetic Types HQP, QC, BAB.
➂ Time current curves show thermal-magnetic protection.

GF protection has 5ma trip sensitivity. GFEP protection has
30ma trip sensitivity.

Continuous Amperes Instantaneous Trip Range, Amperes

10-20
25-40
45-60
70
15-20➁

200-400
300-500
450-650
800-1200
125-225




